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CustomerSpecification

PartNo 9823

Construction

 Diameter ("in")
1) Component 1 2 x 1 COAX  
a) Conductor 22 (19/34) AWG TC 0.032
b) Insulation 0.044" Wall, Nom. Polyethylene, Foam 0.120
(1) Color(s)   

Cond Color Cond Color Cond Color
1 YELLOW 2 BLACK  

2) Cable Assembly 2 Components Cabled  
a) Twists: 4.0 Twists/foot (min)  
b) Core Wrap Clear Mylar Tape, 25% Overlap, min.  
3) Shield: A/P/A Tape, 25% Overlap, min.  
a) Drain Wire 22 (19/34) AWG TC  
4) Jacket 0.040" Wall, Nom., PVC 0.329+/- 0.015
a) Color(s) BLACK

b) Print
ALPHA WIRE-* P/N 9823
RU AWM STYLE 2668 CE ROHS
* = Factory Code

ApplicableSpecifications

1) UL AWM/STYLE 2668 60°C / 30 VRMS
2) CE EU Low Voltage Directive 2006/95/EC

Environmental

http://www.alphawire.com


1) CE: EU Directive 2011/65/EU(RoHS2)

 
This product complies with European Directive 2011/65/EU (RoHS Directive) of the European
Parliament and of the Council of 8 June 2011. No exemptions are required for RoHS
Compliance on this item. Refer to the RoHS Certificate of Compliance for more detail.

2) REACH Regulation (EC 1907/2006)

 
This product does not contain Substances of Very High Concern (SVHC) listed on the European
Union's REACH candidate list in excess of 0.1% mass of the item. For up-to-date information,
please see Alpha's REACH SVHC Declaration.

3) California Proposition 65: Outer surface materials used in manufacturing this part meet the requirements of California
Proposition 65.

Properties

Physical & Mechanical Properties

1) Temperature Range -20 to 60°C
2) Bend Radius 10X Cable Diameter
3) Pull Tension 17.8 lbs. max.

Electrical Properties Engineering purposes only

1) Voltage Rating 30 VRMS
2) Characteristic Impedance 150 ω +/- 10
3) Mutual Capacitance 8.8 pf/ft. @1 kHz, Nominal
4) Velocity of Propagation 78 %
5) Conductor DCR 15.2 ω/1000ft. @20°C, Nominal
6) OA Shield DCR 8.8 ω/1000ft. @20°C, Nominal
7) Attenuation (max. dB/100ft.) 1.3 @ 10 MHz
 2.3 @ 20 MHz

Other

Packaging Flange x Traverse x Barrel (inches)
a) 1000 FT 18 x 12 x 8 Continuous Length
b) 500 FT 12 x 12 x 3.5 Continuous Length
c) 100 FT 12 x 4.5 x 3.5 Continuous Length
 Spool dimensions may vary slightly. 

www.alphawire.com

Alpha Wire
2200 US Highway 27 South
Richmond, IN 47374

Tel: 1-800-52 ALPHA

SpecPDFFooter1

https://www.alphawire.com/resource-center/regulation-and-compliance/rohs-reach-restricted-substances/rohs-certification-search#q=9174
https://cdn.belden.com/-/media/Project/AlphaWire/AlphaWire/Files/Certifications/Alpha-REACH-240-SVHC-ComplianceV3.pdf
http://www.alphawire.com


SpecPDFFooter2
SpecPDFFooterConfidential



2200 US Highway 27 South
Richmond, IN 47374
Tel: 1-800-52 ALPHA
Web: www.alphawire.com

http://www.alphawire.com

